









































4.  We  strongly  encourage  the  installation  of  isolation  valves.    Specify  and  indicate 
location of isolation valves for all zones, risers, branches and equipment. 
5.  Specify  unions  or  flanges  downstream  of  valves  and  at  equipment  and  apparatus 





7.  Specify  diaphragm­type  compression  tanks,  and  where  glycol  is  to  be  used  in  the 
system, specify a diaphragm which is compatible with glycol. 
8.  Plain steel expansion tanks are unacceptable. 
9.  Specify  flow  measuring  and  balancing  device  combinations  of  orifices,  venturis, 





10. For  BBR,  in  order  to  achieve  adequate  heat  transfer,  turbulent  flow  is  necessary. 
Therefore, do not specify a flow rate below that which is necessary for turbulence in 
the  specified  BBR  pipe  size.      Specify  flow  (GPM)  at  all  locations  of  balancing 
devices. 
11. Automatic  pressure­compensating  variable­orifice  type  regulating  valves  to  balance 
flow are unacceptable as substitutes for manual balancing of hydronic systems. 













17. Automatic  glycol/water  feeder  systems  are  typically  not  required  in  University 














23. For  process­cooling  systems,  specify  hose­end  drain  cock  between  equipment 
connector and return shut­off valve.  (This is to purge air after connecting equipment). 
24. When  multiple/stacked  chilled­water  coils  are  required,  specify  reverse­return 
manifolds.    This  has  proven  to  be  necessary  at  low­flow  conditions  where  using 
balancing valves has allowed freezing conditions because the valves are not linear for 
all flow conditions. 
25. For  outdoor  underground  chilled­water  installations,  it  is  acceptable  to  use  un­ 
































B.  Bronze  body,  teflon  seat,  stainless  steel  stem  and  springs,  automatic,  direct  pressure 
actuated, capacities ASME certified and labeled. 
2.03  DIAPHRAGM ­ TYPE COMPRESSION TANKS 
A.  Manufacturers: 
Amtrol 
American Tube and Controls. 
Bell and Gossett 
John Wood Co. 
Taco 
B.  Tested and stamped in accordance with Section 8D of ANSI/ ASME Code. 
2.04  AIR SEPARATORS 
A.  Manufacturers: 
Spirovent (Preferred) * 
Amtrol 
Armstrong 
Bell and Gossett 
Taco 
*Housing wants only this manufacturer. 
2.05  STRAINERS 
A.  Manufacturers: 
Armstrong 
AW Cash 
Boylston 
Hoffman 
ITT 
Keckley 
Mueller 
PlentyJULY 2008  UCB STANDARDS  15511­5 
B.  Basket Strainers:  Duplex, quick­opening covers, stainless­steel baskets, single­handle or 
hand­wheel operation of valve. 
2.06  PUMP SUCTION FITTINGS 
A.  Manufacturers: 
Allis Chalmers 
Armstrong 
Aurora 
Bell and Gossett 
Peerless 
Taco 
Weinman 
B.  Fitting to match specified pump. 
2.07  COMBINATION PUMP DISCHARGE VALVES 
A.  Manufacturers: 
Armstrong 
Bell and Gossett 
2.08  FLOW INDICATOR SWITCHES 
A.  Manufacturer: 
McDonnell and Miller 
Mueller 
2.09  FLOW MEASURING AND BALANCING DEVICES 
A.  Manufacturers: 
1.  Manual Balancing 
No longer acceptable:  Bell and Gossett “Circuit Setters” 
Flow Design “Flowset” 
Gerand 
Griswold “Quickset” 
Nexus 
Nibco globe­style with isolation valve 
Presco 
B.  Design notes: 
1. Mechanical Consultant shall add to specifications.   "Mechanical contractor shall obtain 
approval in writing from Balancing contractor for all balancing devices." 
2.  All specified balancing valves shall have test ports on one side of the valve.JULY 2008  UCB STANDARDS  15511­6 
2.10  INHIBITED GLYCOL 
A.  Manufacturer:  The Dow Chemical Company 
B.  Product:  Dowtherm 4000 Heat Transfer Fluid (Ethylene Glycol) for hot water systems; 
Dowtherm  SR­1 for chilled­water systems.  Dowfrost HD (Propylene Glycol) may be 
used if authorized or required  due to concerns about cross­contamination or toxicity. 
2.11 VALVES 
A.  The University requires ball valves with stainless steel ball and trim, Teflon seats, seals and 
gland nuts, or high­quality butterfly valves, instead of gate valves. 
2.12  WATER METERS ­ CHILLED WATER 
A.  Manufacturers (Vortex ­ shedding flowmeter): 
EMCO Vortex PhD 
Controlotron 
PART 3 ­ EXECUTION 
3.01  INSTALLATION 
A.  In general, for project specifications, remove "Design Requirements" sub­paragraph A in 
Part 1, paragraph 1.03 "System Description" of this Design Guide and use list to expand 
on specific requirements of installation for each product specified. 
END OF SECTION